
NO PAPER COMMUNICATION #

1 1570790458 Effect of Phase Imbalance on the mm-Wave Signal in the DWDM-RoF System C02

2 1570793942 60GHZ MIMO-GFDM RoF Over OFDM-PON C03

3 1570796535 Mitigating Backscattered Stimulated Raman Scattering Signal in OTDR In-Service Monitoring C04

4 1570796538 A Glimpse of the Future of Power Over Fiber Technology C05

NO PAPER DEVICE #

5 1570790397 Graphene Embedded in Polydimethylsiloxane Based Passive Saturable Absorber D01

6 1570790446 Zinc Oxide Nanoparticles-Chitin as Saturable Absorber in Erbium-Doped Fiber Laser D02

7 1570791169 Noise-Like Pulse Generation in Mode-Locked Fiber Laser With Tungsten Oxide Composite Deposited Tapered Fiber Saturable Absorber D03

8 1570791172 Gold-Nanoparticles Microfiber Saturable Absorber for Mode-Locked Erbium-Doped Fiber Laser D04

9 1570793797 Graphene-Bismuth Telluride Nanocomposite Saturable Absorber for Passively Q-Switched Erbium-Doped Fiber Laser D05

10 1570793821 Design and Modeling of Compact Dual-Band Absorber D06

11 1570795881 Microsecond Pulse Generation in an Actively Q-Switched All-PM Fiber Laser Based on an Electro-Optic Modulator D08

12 1570796563 Multiwavelength Erbium Fiber Laser Based on Rayleigh Backscattering Incorporating Lyot Filter D09

13 1570798957 Nanosecond Mode-Locked Erbium Doped Fiber Laser Based on Few Layer Bismuth Telluride Ultra Thin Film Saturable Absorber D10

14 1570807026 Study of Different Gain Medium in Open-Cavity Multi-Wavelength Brillouin-Raman Fiber Laser D11

15 1570807247 Line Spacing Tunability in Multiwavelength Random Fiber Laser Based on Series of Lyot Filters D12

NO PAPER SENSOR  #

16 1570790460 Investigation of Scattered-Bend Loss Coupling in Polymer Optical Fiber (POF) - Based Displacement Measurement Sensor S01

17 1570790483 Carbon Dots/Silver Nanotriangular Based Localized SPR Biosensors for Enhancement of Creatinine Detection S02

18 1570793912
Disease Detection Through Novel Breath-Analyzer Using Optimized Sub-Wavelength Nano-Cuboidal Metal-Graphene Metamaterial Layer 
on Optical Fiber

S03

19 1570796550 Distortion-Free Multiwavelength Imaging Operation of Endoscopic Scanning Microscopy S04

20 1570798642 Uric Acid Detection Utilizing Au Layer Biosensors S05


